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Mastip Manifold Nozzles

BXTG27-10

BX Thermal Gate

Tip and Material Grade Availability

Tip (Code) G1 G2 G5

Multi-hole Torpedo Tip 
(X 27 TT+10)

  Ï

One-hole Torpedo Tip 
(X 27 IT+10)

  Ï

Open Tip Ï Ï Ï

27 Series Extended Tip + 10

Nozzle Dimensions

To order a nozzle assembly:
Provide the Nozzle Code + Grade  
(Order example: BXIT27175+10 G2)

To order a tip:
Provide the Tip Code + Grade  
(Order example: X 27 IT+10 G2)
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Mastip Manifold Nozzles BX Thermal Gate 27 Series Extended Tip +10

Multi-Hole 
Torpedo 
Nozzle Code

One-hole 
Torpedo Nozzle 
Code L

E@ΔT 
=200C

E@ΔT 
=250C

BXTT27075+10 BXIT27075+10 85 0.22 0.28

BXTT27095+10 BXIT27095+10 105 0.28 0.35

BXTT27115+10 BXIT27115+10 125 0.33 0.41

BXTT27145+10 BXIT27145+10 155 0.41 0.51

BXTT27175+10 BXIT27175+10 185 0.49 0.61

BXTT27225+10 BXIT27225+10 235 0.62 0.76

BXTT27275+10 BXIT27275+10 285 0.75 0.94

Nozzle Fitment  and Gate Dimensions
E = L x 0.0000132 x (nozzle temp. ºC - mould temp. ºC)

Note

1.  Wire channel to suit mould

2.  Gate cooling is critical for correct operation and gate quality.    See Cooling section in the Technical Specifications.

3. Modify gate diameter and land to suit the part.     See Gate Modifications in the Technical Specifications.


